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TruckMaster®

Safe transport of diesel fuel  
and AdBlue® 

Available capacities: 200–970 liters

Safe Storage
Europe

We take every care to ensure that the information in this document is accurate at the point of publication. Specification
may vary (within a small parameter) due to manufacturing process variations or environmental conditions. All images
are for illustration purposes only and should not be taken as binding. The actual product may vary, and specification/
dimensions/colour/other attributes may differ.
To ensure you are viewing the most recent and accurate product information, please visit kingspan.com.
®Kingspan and the Lion Device are Registered Trademarks of the Kingspan Group plc in the UK, Ireland and other countries.
All rights reserved.
Registered Office: 180 Gilford Road, Portadown, Co. Armagh, BT63 5LF. VAT GB412 5124 03.
European Office: 5 Topolowa St., 62-090 Rokietnica, Poland. VAT PL779 20 57 260.
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Global Head Office

Kingspan Water & Energy Sp. z o.o.

180 Gilford Road, Portadown,
Co. Armagh, BT63 5LF
United Kingdom
Tel.: +44 (0) 28 3836 4444
Faks: +44 (0) 28 3836 4445
E: tankinfo@kingspan.com  

European Office 

Kingspan Water & Energy

5 Topolowa St.
62-090 Rokietnica
Poland
Tel.: +48 61 814 44 00
Faks: +48 61 814 54 99
E: zbiorniki@kingspan.pl
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Contact Details

Visit kingspanenergymanagement.com to learn more
about our products and services in over 80 countries.
For local information please contact:

UK
E: tankinfo@kingspan.co.uk
Tel: +44 (0) 28 3836 4444

Ireland
E: tankinfo@kingspan.ie
Tel: +353 42 969 0022

Netherlands
E: info@kingspan-env.nl
Tel: +31 344 760050

Sweden
E: tank@kingspan.se
Tel: +48 61 660 94 46

Poland
E: zbiorniki@kingspan.pl
Tel: +48 61 814 44 00

New Zealand
E: tankinfo@kingspan.co.nz
Tel: +44 (0) 28 3836 4444

North America
E: TalkToUs@kingspan.com

France
E: cuve@kingspan.fr
Tel: +33 9 75 18 76 49

Belgium
E: info@kingspan-env.be
Tel: +32 51 48 51 42

Germany 
E:   tank@kingspan.de
Tel: +49 6102 3686700

Czech Republic 
E: nadrze@kingspan.cz
Tel: +420 725 114 555
 
Finland 
E:   tankinfo@kingspan.com
Tel: +48 61 660 94 46

Norway
E:   tank@kingspan.no
Tel: +48 61 660 94 46

Denmark
E: titan@kingspan.com
Tel: +48 61 660 94 46 

Middle East
E: tankinfo@kingspan.me
Tel: +44 (0) 28 3836 4444

Kingspan Water & Energy manufacturing processes meet the restrictive
ISO standards:

ISO 9001:2015   - Quality Management System
ISO 14001:2015  - Environmental Management System
ISO 37301:2021 - Compliance Management System
ISO 45001:2018 - Occupational Health and Safety Management System

@KingspanWaterandEnergy @TheKingspanEnv @kingspanwaterenergy

Follow Kingspan Water & Energy on:

kingspan.com

Download
the leaflet
in electronic
version
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The variety of equipment options and capacities ranging 
from 200 to 970 liters make TruckMaster® tanks ideal for the 
agricultural, construction, and forestry industries. The high-
quality polyethylene used in the production of the tanks ensures 
their high resistance to mechanical damage, changing weather 
conditions, and UV radiation.

 

TruckMaster® tanks enable the transport of diesel fuel to any 
location. The some tanks comply with the requirements of the 
European Agreement (ADR) concerning the international road 
transport of dangerous goods. TruckMaster® tanks are high-
quality, innovative solutions supported by efficient warranty and 
post-warranty service throughout the entire product life cycle.

TruckMaster®  

Mobile tanks for storing and transporting diesel fuel

Development  
and Protection of 
Your Business

› Over 40 years of 
experience 
Trust and reliability.

›  5-year warranty**. 
Maximum safety

› Industry leader 
ADR* compliance.

› Guaranteed quality 
Certificates: 
ISO 9001:2015, 
ISO 14001:2015, 
ISO 37301:2021 
and ISO 45001:2018

› Safe, lockable cover 
All equipment is 
stored under a 
lockable cover.

TruckMaster® tanks are used for the safe transport of diesel fuel. They are designed for 
refueling vehicles at the work site.

TruckMaster® COMBO dual-function mobile tanks are used for refueling both diesel fuel 
and AdBlue in the field. Thanks to their innovative design, they allow for the simultaneous 
transport of both substances, making them a reliable piece of equipment in agriculture, 
construction, logistics, and industry.

Available Models

Available capacities: 200–970 liters Transport of diesel fuel and AdBlue® in one tank

Capacity 430 l

Length 1 180 mm

Width 860 mm

Height 910 mm

Capacity 200 l

Length 800 mm

Width 600 mm

Height 620 mm

Capacity 300 l

Length 800 mm

Width 600 mm

Height 890 mm

Capacity 200 l

Length 1 180 mm

Width 860 mm

Height 500 mm

Capacity 440 l

Length 1150 mm

Width 800 mm

Height 765 mm

Capacity 900 l

Length 1 410 mm

Width 1 050 mm

Height 1 210 mm

Capacity 970 l

Length 1 480 mm

Width 1 150 mm

Height 895 mm

TM200 Low Profile TM430TM200 TM300 TM440 TM900 TM970
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NEW

Product Features TM440 / TM970 / TM Combo

40 years
of experience

40 years
of experience

ADR* 
Compliant

ADR*
Compliant

ADR ADR

The provided dimensions and capacities 
are approximate. Differences result from 
the production technology and the way the 
product is used.

1 )Padlock not included   2 )Optional 1 )Padlock not included   2 )Optional

*  When used in accordance with the exemption 
1.1.3.1.(C) of the ADR requirements tanks with 
capacities of 200, 300, 430, and 440 liters do not need 
to comply with ADR requirements due to their small 
volume.

** Two-year warranty on equipment. The warranty 
applies to products used in accordance with their 
intended purpose and the working conditions described 
in the user manual and General Warranty Terms (GWT).

Individual TruckMaster® tank models differ in terms of 
technical specifications. Contact us for details.

Tank
warranty**

5
YEARS

Tank
warranty**

5
YEARS

40
YEARS

40
YEARS

Optimal Transport Costs
The dimensions of the TM200, TM300, 
TM440, TM970, and TM Combo tanks are 
adjusted to the dimensions of a standard 
Euro pallet 1200 x 800 mm. The TM200 
and TM300 fit on half a pallet. The TM440 
and TM Combo 400+40 occupy 1 pallet. 
The TM970 and TM Combo 880+90 fit on 
2 pallets.
—

Safe Transport
The unique internal baffle in the 430 and 
900-liter tanks prevents excessive liquid 
movement, ensuring safe transport. 
—
Ease of Lifting
TruckMaster® can be moved using a 
forklift, and the shackles2) allow the 
product to be lifted with equipment such 
as a crane.
—
Environmental Protection
A specially designed recess protects 
accessories and prevents diesel fuel from 
spilling in case of accidental overflow 
during the filling of the TruckMaster®.

TM440
Technical Specification

1. 440 l diesel fuel tank
2. 12 V DC pump (max flow rate 50 l/min)
3. Automatic nozzle
4. 4 m distribution hose
5. Two-way breather valve
6. Cover with gas spring
7. Filler cap
8. Level indicator
9. Shut-off valve
10. Latches (padlock1) compatible)
11. Space for transport straps
12. 4 lifting shackles2)

13. Nozzle pocket
14. Digital flow meter2)

15. Tank bottom shaped for forklift
16. Handles for lifting empty tank

TM Combo 400+40 
Technical Specification

1. Cover with gas spring
2. 4 shackles2) for lifting
3. Latches (lockable with a padlock1))
4. Tank base designed for forklift use 

Diesel fuel tank 400 l
5. Tank
6. 12 V DC pump (max. flow rate 50 l/min)
7. Filler cap
8. Two-way breather valve
9. Level indicator
10. Shut-off valve
11. 4.4 m distribution hose
12. Digital flow meter mounted at the nozzle
13. Automatic nozzle
14. Nozzle holder 

AdBlue® tank 40 l
15. Tank with 12 V DC pump
16. AdBlue® filler cap with two-way breather valve
17. 3.7 m distribution hose
18. Automatic nozzle
19. Nozzle holder 

Safe Storage
Europe

 
Shaped Nozzle Pockets

Possibility of using 
standard shackles2)  
EN 13889, 3.25 t

 
Flat level indicator and 
digital flow meter2)

Filler cap equipped with a 
bidirectional venting and aerating 
valve.

 
Padlockable  

latches

TruckMaster® Combo 
Mobile 2-in-1 tanks

Safe Storage 
Europe

Capacity of the diesel tank 400 l

Capacity of the AdBlue® tank 40 l

Length 1 150 mm

Width 800 mm

Height 765 mm

Capacity of the diesel tank 880 l

Capacity of the AdBlue® tank 90 l

Length 1 480 mm

Width 1 150 mm

Height 895 mm

TM Combo 400+40 TM Combo 880+90
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